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Innovative recessed luminaire for floor/ground and ceiling installation, fixed, single adjustable versions for different
applications, lighting head can be mechanically adjusted without opening the luminaire, high level of flexibility in
terms of lighting control, very low glare rating with the deep recessed lighting head, die-casting aluminum body,
316L SS outer trim, 8mm thick tampered glass, very low thermal build-up at the diffuser end, integrated driver,
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optional versions available with frosted diffuser and monocolor versions .
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TECHNICAL DATA

LED

System Power
MacAdam Step
Lifetime

GENERAL

Mounting
Housing
Heatsink
Diffuser
Adjustability
Driver Mounting
Emergency kit

|P Rating

IK Rating

Protection Class IEC
Energy Class
Working Temp.
Glow-wire test
Weight

Warranty

CREELED
3BW

SDCM <3

L,, B,, 50,000Hrs, Ta@25¢C

Ground recessed, Outdoor
Die-cast aluminium body
Aluminium

Tempered glass, T=Bmm
No

Remote

Not available

P67

1K09

I

A+

-20°to 52°C
650°

3 yrs (extendable to 5 yrs)

All technical specifications and datas are subject to modification at any time and without notice.

The rated values (@ta25°C) of luminous flux and electrical load are subject to initial tolerance of +/- 10%. Tolerance of CCT are subject to +/- 150K.
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SEAL 210 FIXED LEDSOLUTIONS
TECHNICAL DATA
SEAL 210 FIXED COLOR POWER LUMENS CODE
. 2700K 1875 Im EXT07111-27K
K' 3000K 12X2W 1930 Im EXT07111-30K
4000K 2000 Im EXT07111-40K
210 193
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NOTES ISO DOC. NO.: SM-OPN-QSF08 C€ ROHS
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All technical specifications and datas are subject to modification at any time and without notice.

The rated values (@ta25°C) of luminous flux and electrical load are subject to initial tolerance of +/- 10%. Tolerance of CCT are subject to +/- 150K.
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