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Profile Cutting Calculation

T E C H N I C A L  D A T A

LINE S3535FT
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Length: 2503mm (Incl. endcap)
Refer datasheet for pro�le cutting calulation

DIMENSION

Lmin =（1× 100mm）+（2× 1.5mm ）=103mm

Lmax =（25× 100mm）+（2× 1.5mm ）=2503mm
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L=（N× 100mm ）+（2× 1.5mm ）；N=1…25；

Accessories Included

Alu. Profile/
Diffuser

End Caps x 2

 (for 2500mm)

FINISH

 White (WH) 
RAL 9003

Black (BK) 
RAL 9005

Aluminium (AL)

(Standard)

Code: PRS3535
Functional Lighting: Interior, office, shop, schools, tertiary
Lifetime: 50,000 hrs.
Working Temperature: -200 C to +450C
Heat Dissipation: Max. 25W/m
CCT: 2700K/ 3000K/ 4000K/ 5000K/ 6000K 
Beam Angle: 1100

Material:  Aluminium 6063-T5 (Oxidized silver)
Diffuser: Silicon
Weight:  2.00 Kg / 2.5 m
Process:  Anodic Oxidation / Powder
3 Years Warranty

All technical specifications and datas are subject to modification at any time and without notice.
The rated values (@ta250C) of luminous flux and electrical load are subject to initial tolerance of +/- 10%. Tolerance of CCT are subject to +/- 150K. 
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  OPTIONAL ACCESSORIES

   BENDING OPTIONAL

*Please consult us for more choice of LED driver

INPUT
 VOLTAGE IP CCT CRI W/M LEDS/M CUTTING UNIT

 (MM)

LAMP 
LUMEN/M
@CRI 90

LUMINAIRE 
LUMEN/M
@CRI 90

DIMENSION 
(MM) CODE

24Vdc IP33 4000K >90 20 W/m 160 50mm (8 LEDs) 2494 lm/m 2120 lm/m 5000 x 20 x 1.5 -

CCT:   3000K2700K 4000K 5000K 6000K

  TECHNICAL CHARACTERISTICS

LED STRIP 

LED DRIVER

OUTPUT VOLTAGE TYPE IP POWER MOUNTING DIMENSION (MM) CODE

24Vdc DIMMABLE 0-10V IP20 *60W Remote 285 x 30 x 21 -

Suspension kit
S3535-PN

Surface mounting buckle
S3535-CL05

Connector
S3535-EX26

Recessed bracket
S3535-RE13
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All technical specifications and datas are subject to modification at any time and without notice.
The rated values (@ta250C) of luminous flux and electrical load are subject to initial tolerance of +/- 10%. Tolerance of CCT are subject to +/- 150K. 
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  STRUCTURE

①

③

②

④⑤

⑥

Accessories Included

1. Aluminium Profile
2. Diffuser
3. End caps
4. Mounting Bracket

Optional Accessories 

5. LED Lighting Source
6. Endcap with hole

Bending (Optional)

602.5mm

1205mm

45°

90°

45°

D1500mm

90 °

3

All technical specifications and datas are subject to modification at any time and without notice.
The rated values (@ta250C) of luminous flux and electrical load are subject to initial tolerance of +/- 10%. Tolerance of CCT are subject to +/- 150K. 
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Updated on June 28, 2022
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LUMINAIRE REF.
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DATE

4

All technical specifications and datas are subject to modification at any time and without notice.
The rated values (@ta250C) of luminous flux and electrical load are subject to initial tolerance of +/- 10%. Tolerance of CCT are subject to +/- 150K. 
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  INSTALLATION

Before the installation, determine the place for the luminaire and the power supply, then connect the power 
cord from the luminaire to the power supply .

2. Drill holes on the pro�le for
power cord outlet and �xing the 
pro�le. 

5. Stick the led strip.

3.Fix the end caps.

6.Install the PC cover.

1.Place the power cord from   
power pack   to the luminaire.

4. Fix pro�le on the ceiling, place  
the power cord through the hole. 

Power supply

Assemble the pro�le over 2500MM

1. Connect the pro�les by 
connector. 

2.Drill holes and �x it.

Suspended installation

Over 2500mm, 
use two - head connection with the power supply.

SURFACE MOUNTED

SUSPENDED

1800 EXTENDER

ISO DOC. NO.: SM-OPN-QSF08

N O T E S
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